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. MOISTURE CONTENT TIN WITH COVER

Sample Container

MISCELLANEOUS

Civil Engineering Testing Equipment

Used to hold and weight material samples during moisture content determination,

particularly in soil mechanics, aggregate testing and construction material laboratories.

Technical Specifications :

Model Number

NL 7012 A / 001
NL 7012 A / 002
NL 7012 A / 003
NL 7012 A / 005
NL 7012 A / 006
NL 7012 A /008
NL 7012 A / 009
NL 7012 A /010

NL 7012 A /011

Dimension

@ 54 mm x 35 mm (H)
@ 60 mm x 60 mm (H)
@ 70 mm x 38 mm (H)
@ 80 mm x 50 mm (H)
@ 40 mm x 25 mm (H)
@ 100 mm x 50 mm (H)

163 mm x 110 mm x 60 mm (H)
199 mm x 123 mm x 60 mm (H)

222 mm x 130 mm x 67 mm (H)

Material

Aluminium
Aluminium
Aluminium
Aluminium
Aluminium
Aluminium
Aluminium
Aluminium

Aluminium

Volume (Approx.)

Sand
105 g
2259
190 g
3259

5109
1370 g
18359
2500 g

Water
80 ml
170 mi
145 ml
250 ml
30 ml
390 ml
1.05L
1.40 L
1.90 L
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